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Die stetig voranschreitende Entwicklung und der zunehmende Einsatz von additiven Fer-
tigungstechnologien in der Industrie führt zu einer verstärkten Nachfrage nach hochwerti-
gen Metall- und Keramikpulverwerkstoﬀen, welche strenge Qualitätsanforderungen wie che-
mische Reinheit, Packungsdichte und Fließfähigkeit erfüllen müssen. Die Wärmebehand-
lung von Metallpulverpartikeln, die sogenannte Sphäroidisierung, mit induktiv gekoppel-
tem Plasma (ICP) wird bereits erfolgreich eingesetzt, um die Pulverqualität signiﬁkant zu
verbessern. Um die experimentelle Forschung mit dem selbst entwickelten ICP-Brenner an
der Kasaner Nationalen Technischen Forschungs-Universität (KNRTU-KAI) zu unterstüt-
zen, wird ein numerisches Simulationsmodell mit der kostenfreien Open-Source Software-
Plattform OpenFOAM entwickelt. Hierzu wird ein zweidimensionaler achsensymmetrischer
Modellierungsansatz für die Simulation des induktiv gekoppelten Plasmabrenners verfolgt.
Um die beim ICP auftretenden hochfrequenten elektromagnetischen Felder (f  3 MHz)
eﬃzient zu berechnen, wird dazu ein Löser auf Basis der Vektorpotentialformulierung der
Maxwell-Gleichungen und der Frequenzbereich-Methode implementiert. Hierbei wird die in
foam-extend, einem OpenFOAM-Entwicklungszweig, zur Verfügung stehende Blockmatrizen-
Bibliothek (fvBlockMatrix.H) genutzt, um die Gleichungen gekoppelt zu lösen. Der Elek-
tromagnetfeld-Löser wird anhand analytischer Lösungen validiert und anschließend mit dem
rhoPimpleFoam Code, einem Standard-Strömungslöser von OpenFOAM, zusammengeführt.
Daraus wird ein Löser kompiliert, der sowohl für die stationäre als auch transiente Berech-
nung des Plasmas verwendet wird. Die Simulationsergebnisse mit dem eigens entwickelten
Plasma-Löser wurden mit Literaturdaten für den Plasmabrenner TEKNA-PL50 verglichen
und zeigen gute Übereinstimmung.
Abstract
The growing industrial use of additive manufacturing technologies leads to an increased de-
mand for high-quality metal and ceramic powder materials, which must meet strict quality
requirements such as chemical purity, packing density and ﬂowability. The heat treatment
of powder particles, the so-called spheroidization, using inductively coupled plasma (ICP)
technology is being used successfully to improve powder quality signiﬁcantly. In order to
support experimental research with the in-house built ICP torch at the Kazan National Re-
search Technical University named after A.N. Tupolev - KAI (KNRTU-KAI), a numerical
simulation model is developed using the free and open-source software platform OpenFOAM.
Therefore, a two-dimensional axisymmetric modeling approach is chosen to simulate the in-
ductively coupled plasma torch. To eﬃciently calculate the high-frequency electromagnetic
ﬁelds (f  3 MHz) generated by the ICP, a solver based on the vector potential formulation
of the Maxwell equations and the frequency domain method is implemented using the block
coupled matrix library (fvBlockMatrix.H) provided by foam-extend, which is a forked ver-
sion of OpenFOAM. The electromagnetic ﬁeld solver is validated using analytical solutions
and then merged with the rhoPimpleFoam code, a standard ﬂow solver in OpenFOAM,
to compile a plasma solver for steady-state and transient calculations. The simulation re-
sults obtained by means of the custom-developed plasma solver have been compared with
literature data for the plasma torch TEKNA-PL50 and show good agreement.
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CHAPTER 1
Introduction
1.1. Motivation: Plasma Spheroidization
The emergence of Additive Manufacturing (AM) technologies in the past decade has in-
creased the demand for high-quality metal and ceramic powder materials having strict qual-
ity requirements such as chemical purity, packing density and ﬂowability [Die+16], [Shu16].
In powder and laser-based manufacturing processes, for example, selective laser sintering
(SLS), the powder quality inﬂuences the physical properties of the generated product such
as tensile strength, brittleness, impact resistance, heat tolerance and resistance to corrosion
[Fou19]. Heat treatment using Inductively Coupled Plasma (ICP) is a promising technology
that is already being used successfully to improve powder quality signiﬁcantly. The result of
the heat treatment can be seen from the images in Figure 1.1, which were obtained by using a
scanning electron microscope (SEM). As the resulting particle shape is spherical, this process
is also called spheroidization. Spherical powder particles have a higher ﬂowability and lead
to higher packing density as well as an improved surface ﬁnish of the built parts [Bre19].
Another great advantage of the heat treatment with the inductively coupled plasma against
other plasma types is that a high purity can be achieved due to the absence of electrodes.
However, the transfer of plasma spheroidization to large-scale industrial production is still
a major concern of research. In reaction to the trend in additive manufacturing an exper-
imental ICP torch was set up at the Department of Laser Technologies at Kazan National
Research Technical University named after A.N. Tupolev - KAI (KNRTU-KAI). A major
challenge here is that many types of metal and ceramic powders need to be investigated.
Therefore, the goal is to use numerical simulation as a tool in order to ﬁnd optimal process
parameters and reduce the number of experiments with the in-house built ICP torch.
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(a) Raw powder before plasma treatment (b) Powder after plasma treatment (spheroidization)
Figure 1.1.: Images of tungsten carbide (WC) powder taken by scanning electron microscope
at the Department of Laser Technologies (KNRTU-KAI). Used with permission
of Konstantin Nagulin from [Tsi18].
1.2. State of the Art Review
1.2.1. Inductively Coupled Plasma (ICP)
In the past thirty years, considerable improvements have been made in the development of
inductively coupled plasma torches. Besides their traditional application in spectrochemical
analysis, ICPs are currently used in material processing for powder spheroidization and the
synthesis of nanopowders [MPY18, p. 2570]. The concept of an ICP under atmospheric
pressure conditions was ﬁrst described as Electrodeless discharges in high-frequency electro-
magnetic ﬁelds by Babat [Bab47] in 1947. A continuous operation of the ICP was, however,
ﬁrst demonstrated by Reed in 1961 [Ree61]. Although, the basic concept behind the ICP
torch has been known for more than sixty years, it was only used in laboratories for a long
time. Tekna Plasma Systems Inc., incorporated in 1990, was the ﬁrst company, which realized
the industrial scale production of spheroidized powder material and nano-powder synthesis
by means of ICP technology [Bou04]. Since the completion of an experimental setup in the
middle of 2017, research has been carried out at the Department of Laser Technologies at
KNRTU-KAI. First successful spheroidization results, as shown in the Figure 1.1b, were
presented in 2018 [NNK18]. In the following, the design of the experimental ICP torch
(KNRTU-KAI) is analyzed and the process parameters involved in powder spheroidization
are identiﬁed.
The experimental setup is shown in Figure 1.2 and consists mainly of two parts. The ﬁrst one
is the upper part of the setup, where the actual ICP torch is located, also shown as a technical
scheme in the same ﬁgure. It comprises a cylindrical enclosure made of quartz, surrounded
by a water-cooled induction copper coil, which is supplied by a Radio Frequency (RF) power
generator providing a total input power range of 5 kW to 24 kW at an operating frequency
of 5:28 MHz. The quartz cylinder used in this experimental setup has a diameter of 9 cm.
ICP torches used in material processing are typically larger and consume more power and
gas than ICPs used for elemental analysis [Vor+18].
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Figure 1.2.: Experimental setup of the Inductively Coupled Plasma at the Department of
Laser Technologies of KNRTU-KAI. Used with permission of Ilya Tsivilskiy
from [Tsi18].
The plasma gas, for example, argon, is introduced into the quartz cylinder through three
concentric tubes and ﬂows from top to bottom. Powder is injected by a carrier gas through
the central tube, which is made of stainless steel and has integrated water-cooling, into the
plasma zone. The axial position of the central tube can be adjusted in order to reduce the
disturbance of vortices on the particle ﬂow. The evolution of vortices caused by Lorentz-
forces is described in more detail by Voronov et al. [Vor+18]. The auxiliary gas inlet denotes
the working gas, which is producing and sustaining the plasma. The cooling gas, also called
sheath gas, gives additional stabilization to the plasma and prevents the destruction of the
quartz cylinder enclosure due to the high heat load from the plasma. However, additional
cooling is required at power levels above 5 kW to protect the quartz cylinder walls, which
can be achieved, for example, by compressed air streaming on the outer surface of the quartz
cylinder.
The spheroidization process of the particles starts by feeding the powder into the burning
plasma. During this process, the particles are melted in-ﬂight, followed by cooling under
controlled conditions in the condensation chamber, which is the lower part of the setup
shown in Figure 1.2. For high process eﬃciency, it is necessary to control the energy input
in such a way that the powder is melted but not evaporated [Dzu09, p. 4]. In addition, the
spheroidization is inﬂuenced by various parameters, which are summarized in the following
[Vor+18], [Dzu09, p. 4]:
 torch size,
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 plasma power (coil current), current frequency, coil geometry,
 gas ﬂow rates, gas type,
 powder feed rate, particle size,
 material properties of the powder, which determine the energy required to melt a
particle of a speciﬁc diameter, are: speciﬁc heat capacitance, thermal conductivity,
melting point, enthalpy of fusion.
Not all of these parameters can be changed due to the present design of the experimental
setup. Torch and coil geometry, as well as the frequency of the RF generator, are ﬁxed
conditions. An exception here is the height of the central inlet tube, which can be adjusted
to change the ﬂight time of the particles. The relevant input and output quantities of the
spheroidization process are shown in Figure 1.3a. Information about the plasma temperature
is needed to monitor and control the process, whereas the degree of spheroidization is used
to evaluate the spheroidization results and is also a measure for the overall process eﬃciency
[Dzu09, p. 65,67]. The degree of spheroidization can be obtained after all powder has been
processed by
sph =
number of spheroidized particles
total number of particles
 100%:
Both the plasma temperature as well as the degree of spheroidization are inﬂuenced by the
input quantities given by the powder characteristics and operating conditions of the ICP
torch. Table 1.1 shows the typical range, in which the operating and input parameters of the
experimental setup may vary. The electrical input power provided by the RF generator, also
known as plate-power, is adjusted by the anode current and anode voltage. The powder feed
rates refer to experiments in which a degree of spheroidization of about 95% was achieved
with the experimental ICP torch. Note, that the third ﬂow inlet, which was intended for
cooling, is currently no longer used, as it was found that it leads to instabilities [Vor+18].
The purpose of numerical simulations is illustrated in Figure 1.3b. The goal is to ﬁnd optimal
ICP operating conditions for a given powder so that the degree of spheroidization is max-
imized. Numerical investigations are needed in order to reduce the number of experiments
to be conducted with the real ICP torch.
Table 1.1.: Process parameters of the experimental setup (KNRTU-KAI)
Parameter Value Unit
Electrical input Anode current (DC) 0 to 5 A
Anode voltage 3 to 9 kV
Frequency 5.28 MHz
Gas ﬂow rates Central inlet 0 to 10 L min 1
Intermediate inlet 40 L min 1
Outer inlet 0 L min 1
Outer cooling stream 240 L min 1
Powder characteristics Materials Aluminum, Nickel, Titanium, Tungsten,...
Particle diameter 20 µm to 80 µm
Feed rate 5 g min 1 to 10 g min 1
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(a) Plasma spheroidization process parameters
(b) Optimization of the spheroidization process by using numerical simulations
Figure 1.3.: Block diagrams illustrating the input/output parameters of the spheroidization
process and a derived numerical model for the purpose of optimization
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1.2.2. ICP modeling
Although the use of 3D models has increased in recent years [Ber+05; Guo+19], the faster
two-dimensional models still play an important role as large sets of varying parameters need
to be studied in order to optimize the spheroidization process and design of ICP torches.
The ﬁrst implementations of ICP models were realized by Xue et al. [XPB01] by customiz-
ing the commercial Fluent code (today: ANSYS Fluent) to treat the electromagnetic ﬁeld
coupling. In particular, new user-deﬁned scalars (UDS) for the real and imaginary part of
the vector potential were added and were then solved along with the ﬂuid equations. This
approach has the drawback that Fluent requires all equations to be solved in the same com-
putational domain. As a consequence the ﬂuid equations must be also solved outside the
torch region, which might result in numerical instabilities or slow convergence of the solu-
tion. An improved approach to treat the electromagnetic ﬁeld was proposed by Bernardi
et al. [Ber+03]. They implemented a custom electromagnetic solver based on the ﬁnite dif-
ference method (FDM) in C programming language. The external user-deﬁned Function
(UDF) interface of Fluent was then used to link the custom electromagnetic solver to the
built-in Fluent code.
Until today ANSYS Fluent is still one of the most preferred frameworks, whereas the use
of the simulation software COMSOL Multiphysics has increased just recently, see [BB15],
[Vor+18]. Moreover, COMSOL released a plasma module, which provides interfaces to model
diﬀerent types of plasmas [COM19c]. However, a combination of three COMSOL products is
required to fully model the ICP torch: COMSOL Multiphysics, AC/DC Module and Plasma
Module [COM19a]. The ICP torch is one example that shows that nowadays there is no one
code that can be used for all problems, especially, in the ﬁeld of plasma physics. It usually
always requires some modiﬁcation of the code based on the assumptions and approximations
of the model. This leads to a greater need for code with high customization capabilities.
1.2.3. OpenFOAM
OpenFOAM is a free and open-source CFD Toolbox written in pure C++, which since its
release in December 2004 has attracted a large user base across most areas of engineering
and science, from both commercial and academic organizations [Hrv16]. The framework
already provides various applications to solve ﬂuid dynamics problems, however, it is lack-
ing suitable libraries that can treat electromagnetic dynamics involved in the modeling of
induction plasmas. Therefore, a major challenge of this work is to develop a custom electro-
magnetic solver based on the magnetic vector potential formulation of Maxwell's equations.
In general the compilation of custom applications (solvers) is relatively easy in OpenFOAM,
as the implementation is based on an equation syntax that corresponds to the mathematical
notation.
For example the magnetic vector potential equation
A =  0Jcoil + 0@A
@t
; (1.1)
is represented by the code:
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// update auxiliary variable
DA = muMag*sigma;
// solve the vector potential equation
solve
(
fvm:: laplacian(A) == - muMag*Jcoil + fvm::ddt(DA,A)
);
Listing 1.1: Implementation of the electromagnetic vector potential equation in OpenFOAM
Since the ICP torch operates under high frequencies, the discretization of the time deriva-
tive term in Equation (1.1) causes an excessive computational cost. However, this can be
avoided by transforming the vector potential equation into the frequency domain, which
in return leads to a strongly coupled system of equations to be solved. As a consequence,
all implementations in this work were done in foam-extend 4.0 [Sou19b], which is a forked
version of OpenFOAM and is especially dedicated to the integration of community contri-
butions. Moreover, it provides a very remarkable library (fvBlockMatrix.H) that allows to
implicitly solve block coupled matrix systems such as the magnetic vector potential matrix
and thus signiﬁcantly improve the numerical stability of the solution. In related studies,
a rather sophisticated approach of solving the vector potential equations by means of this
block coupled solver library was already presented by Beckstein [BGV17; Bec18]. In the case
of the inductively coupled plasma, however, it was found that it is not necessary to adopt
his method completely and instead a simpliﬁed approach is presented: The magnetic vector
potential is solved in this work on a single electromagnetic mesh whereas Beckstein uses a
multi-mesh technique in which the magnetic vector potential within the induction region is
treated in a separate mesh with boundary values calculated according to Biot-Savart's law.
In addition, he solves the electric scalar potential, which is not required according to the
applied plasma model assumptions and therefore the electric scalar potential was omitted in
the solver presented in this work.
Note, that there is another general diﬀerence between the implementations in Fluent, COM-
SOL, and OpenFOAM: The Fluent-based technique presented by Bernardi et al [Ber+03]
solves the ﬂuid equations based on the Finite-Volume-Method (FVM), while the electro-
magnetic equations are solved by means of the Finite-Diﬀerence-Method (FDM), which
was implemented and linked to the Fluent code via User-Deﬁned-Functions. The COM-
SOL code solves ﬂuid as well as electromagnetic equations using only the Finite-Element-
Method (FEM). In OpenFOAM all equations are solved by means of FVM.
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1.3. Summary: Introduction
1.3.1. Aim of this work
The heat treatment of powder particles using inductively coupled plasma, also known as
plasma spheroidization, is a promising technology to meet the requirements of high-quality
powders in additive manufacturing. In order to realize production on an industrial scale, this
process requires further investigation and optimization. One of these optimization objectives
is to maximize the degree of spheroidization for diﬀerent types of metal and ceramic powders.
As the experimental identiﬁcation of the optimal process parameters is very time-consuming,
the numerical simulation shall serve as a tool to reduce the number of experiments. While
numerical models of the ICP torch have been investigated in the past using commercial
codes, no studies have been found which examined the use of the free and open-source
platform OpenFOAM. Often the interfaces of commercial general-purpose CFD tools are not
suﬃciently ﬂexible to handle complex physics, whereas OpenFOAM provides full access to
the source code and thus oﬀers the potential for the development of customized application-
speciﬁc models.
The aim of this work is to investigate whether the OpenFOAM framework is suited for the
implementation of a numerical model for the inductively coupled plasma torch. Therefore,
the main objectives are as follows: (1) to develop a solver based on the vector potential
formulation of Maxwell's equations that treats the high-frequency electromagnetic ﬁelds of
the induction coil, (2) to couple the custom electromagnetic solver with a suitable standard
ﬂow solver in OpenFOAM, (3) to implement the nonlinear properties of argon gas, which
are available in the form of tabulated data, (4) to validate the full model for the inductively
coupled plasma torch by comparing the simulation results with literature data.
1.3.2. Limitations of this work
This work is focused on a two-dimensional axisymmetric modeling approach for ICP torches
described in by Xue et al. [XPB01] and Bernardi et al. [Ber+03]. The model does not cover
the ignition transient of the plasma and is rather designed to describe the burning state of
the plasma. The modeling and implementation of powder particles is beyond the scope of
this work and is therefore not considered.
1.3.3. Structure of this work
This work is structured as follows: In chapter 2, the governing equations and the implemen-
tation of the inductively coupled plasma model are described. In chapter 3, the numerical
results obtained with the electromagnetic solver are validated using known analytical solu-
tions. Finally, the simulation results of the full plasma model are presented and compared
with the literature results. In chapter 4, the achievements of this work are brieﬂy summarized
and recommendations for future work are given.
CHAPTER 2
Modeling
In this chapter, a two-dimensional axisymmetric modeling approach for an Inductively Cou-
pled Plasma (ICP) torch is presented. This model is well known and studied by several au-
thors such as Xue et al [XPB01] and Bernardi et al [Ber+03]. A fundamental assumption of
this model is that the plasma is assumed to be in Local Thermodynamic Equilibrium (LTE);
in this state it is also referred to as thermal plasma. Under LTE, the plasma can be treated
as a conductive ﬂuid, which is heated by an electromagnetic ﬁeld generated by the induction
coil. Therefore, the gas ﬂow can be generally described by the Navier-Stokes equations. The
numerical computation of the electromagnetic ﬁeld, however, requires special treatment due
to the high operating frequency of the induction coil. To avoid excessive long computation
times, a solution method in the frequency domain is employed, which will be discussed in
detail in this chapter. Finally, the main features of the custom-developed plasma solver are
presented.
2.1. Assumptions
The assumptions for the two-dimensional axisymmetric plasma torch model are summarized
in the following, including the general assumptions adopted from [XPB01] and [Ber+03]:
 The plasma is optically thin and in local thermodynamic equilibrium (LTE); assuming
LTE state means that locally the electron temperature is equal to the heavy particle
temperature, which allows deﬁning only one temperature T ;
 The induction plasma torch is operating under constant, atmospheric pressure condi-
tion,
 Viscous dissipation in the energy equation is neglected,
 The inﬂuence of gravitational force on the gas ﬂow is neglected,
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 Quasi-stationary ﬁeld approximation:@D
@t
 J ! rH = J, where D is the electric
displacement ﬁeld and J is the current density,
 Quasi-neutral plasma !r D = 0,
 The magnetic permeability is constant throughout all regions (quartz cylinder, argon,
coil) and equals the permeability of vacuum mag = 0,
 The coil is modeled by three parallel current ring loops, assuming that the current
density is uniformly distributed across the cross-section of the loop. Because we are
not interested in the magnetic ﬁeld and current density distribution inside the coil, the
electrical conductivity of the coil is set to zero for this modeling approach,
 The ignition of the plasma, which is realized for example by sparks generated by a Tesla
coil, is not considered in the model. Instead, the initial ﬁeld values are precomputed
using the technique described in section 2.4.2 in order to start the simulation,
 The plasma gas is assumed to be pure argon, for which tabulated physical properties
are given in the range of the ICP's operating temperature.
2.2. Model Structure
In the following section, the physical principles involved in the inductively coupled plasma
phenomenon are brieﬂy explained and presented in a structured overview. A summary of
the governing equations can be found at the end of this chapter.
Once ignited, the argon plasma draws power from an induction coil, which is driven by
an alternating current. The resulting high-frequency alternating magnetic ﬁeld of the coil
induces eddy currents in the electrically conductive argon gas ﬂowing inside a quartz cylinder.
Similar to conductive wires and metals the gas heats up due to Joule heating. Figure 2.1
shows a simpliﬁed scheme of the inductively coupled plasma model. Since OpenFOAM is
based on the Finite-Volume-Method, the computational domain has to be a geometrical
wedge shape in order to simulate two-dimensional axisymmetric cases. The following three
regions can be distinguished within the computational domain: inner torch region ﬁlled with
argon, air region outside the plasma torch, and a coil represented here as a simple block.
The mathematical model describing the electromagnetic ﬁeld (EM-ﬁeld), which will be pre-
sented in detail in the following section 2.3, uses the following input and output quantities:
the coil current density Jcoil in A m 2 and the frequency ! in rad s 1, which are speciﬁed
by the geometry and operating conditions of the coil; the Joule heat density qJ in W m 3
and the Lorentz force density fL in N m 3, which describe the interaction with the argon
ﬂuid. The ﬂuid dynamics are generally described by the Navier-Stokes equations (continuity
and momentum equations) and the energy equation. Assuming a laminar compressible gas
ﬂow and including the Lorentz force and the Joule heat into the momentum and energy




+r  (u) = 0; (2.1)
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Figure 2.1.: Electromagnetic domain of the plasma model with the coil current density Jcoil
and frequency ! as input quantities, and the output quantities given by the








(h) +r  (uh)  @p
@t
=r  (krT )  qR + qJ; (2.3)
where h is the enthalpy of the plasma; u, p and T are the gas velocity, pressure and temper-
ature, respectively; qJ and fL are the dissipated power density (Joule heat) and the Lorentz












where I is the identity matrix and , k, , cp are the mass density, thermal conductivity,
dynamic viscosity and speciﬁc heat capacitance at constant pressure, respectively.




0; if T  9500 K;
5600  (T   9500) + 181  (T   9500)2 else: (2.5)
The whole system shown in Figure 2.2 illustrates that when solving the ﬂuid dynamic equa-
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Figure 2.2.: Model structure of the inductively coupled plasma
tions in order to obtain the temperature and velocity ﬁelds of the plasma, the bidirectional
couplings between the electromagnetic and ﬂuid domain must be taken into account, where a
feedback loop is created by the electrical conductivity (T ), which is a nonlinear function of
the temperature as shown in Figure 2.3b. For low temperatures, the electrical conductivity
of argon is close to zero, whereas at plasma operating temperature, which is about 10 000 K,
the electrical conductivity has a value of about 2500 S m 1.
Additional material properties of argon (mass density (T ), dynamic viscosity (T ), thermal
conductivity k(T ), speciﬁc heat capacitance at constant pressure cp(T ), the speciﬁc enthalpy
h(T ) in J kg 1, electrical conductivity (T )), which are given by nonlinear functions of the
temperature T are also shown in Figure 2.3. The background and how tabulated data of
argon properties can be obtained by means of kinetic gas theory are described in [Cre+13]. In
this work the material data is taken from [Cre+13] and merged with data found in [Cho15a].
Note, that it is not clearly described in the studies of Xue et al. [XPB01] and Bernardi et
al. [Ber+03], where the argon data was taken from. However, the data from [Cre+13] and
[Cho15a] were also compared against argon data provided by the COMSOL material library
[COM19b]. Overall, only minor diﬀerences are found between the three data sets.
Mass density approximation. As an alternative to using tabulated data, the mass density





where p and R denote the pressure and the speciﬁc gas constant, respectively. As noted in
Figure 2.4 the error  between the tabulated density tabulated and the density  approx-
imated by the ideal-gas law is less than 2% for the temperature range up to 10 000 K. To
simplify the implementation, the ideal-gas Equation (2.6) was used in this work to calculate
the mass density.
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(a) Speciﬁc heat capacity
  2500 S m 1
T  10 000 K
(b) Electrical conductivity





































Figure 2.4.: Error of using the ideal-gas law approximation for the mass density
2.3. Electromagnetic Solver
In this section, the Maxwell equations, which are describing the electromagnetic ﬁeld gen-
erated by the coil, are formulated by means of the magnetic vector potential. This has
the advantage that instead of solving the coupled Maxwell equations, only a single partial
diﬀerential equation needs to be solved. Furthermore, the frequency domain method, which
is commonly used in ICP modeling [XPB01] and other magnetohydrodynamic problems
[BGV17] to eﬃciently compute high frequency electromagnetic ﬁelds, will be presented in
detail.
2.3.1. Magnetic vector potential formulation
With the general assumptions mentioned in the previous section 2.1 the governing Maxwell
equations are formulated as
r D = 0; (2.7)
r B = 0; (2.8)
r E =  @B
@t
; (2.9)
rH = J; (2.10)
where D and E are the electric displacement ﬁeld and electric ﬁeld, respectively; J is the cur-
rent density; B and H are the magnetic ﬂux density and magnetic ﬁeld strength, respectively.
This form of the Maxwell equations implies quasi-static ﬁeld approximation (neglection of
the displacement ﬁeld time-derivative in Equation (2.10)), and quasi-neutrality of the plasma
(neglection of volumetric charge in Equation (2.7)). Generally, in magnetohydrodynamics an
additional term uB is considered in the Maxwell equations, which describes the inﬂuence
of the conductive ﬂuid ﬂow on the imposed magnetic ﬁeld. However, it can be shown that
the term u  B can be neglected for small magnetic Reynolds numbers [Dav01, p. 118].
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Figure 2.5.: Application of the Maxwell equations to describe basic electromagnetic phenom-
ena
The magnetic Reynolds number is given by
Rem = 0uL; (2.11)
with u and L being the ﬂow velocity and the length scale, respectively;  and 0 denote
the electrical conductivity of the ﬂuid and the magnetic permeability in vacuum, respec-
tively. Assuming plasma torch conditions with, for example, umax  10 m s 1, L  0:05 m,
0  1:26 10 6 V s A 1 m 1,   2500 S m 1 the magnetic Reynolds number yields Rem 
0:0016  1. Thus, the disturbance of the magnetic ﬁeld by the conductive ﬂuid ﬂow is
negligible.
The simple scheme in Figure 2.5 illustrates how the Maxwell equations are applied to describe
the electromagnetic ﬁeld of an inductively coupled plasma. Ampere's law (2.10), which is
rewritten here using the material law B = 0H in the form
rB = 0J; (2.12)
describes the magnetic ﬁeld B surrounding a current-carrying piece of wire, whereas the
induction eﬀects due to time-varying magnetic ﬁelds in a conductive region  are described
by Faraday's law (2.9). The goal of this problem is to calculate the B and E ﬁeld for a given
coil current Jcoil. In order to decouple and simplify the solution of the Maxwell equations,




By inserting Equation (2.13) into (2.12) the following expression is obtained
r (rA) = 0J; (2.14)
which can be rewritten using the mathematical rule r (rA) =r(r A) A as
r(r A) A = 0J: (2.15)
In general, the vector potential is not uniquely deﬁned and an arbitrary gradient term r 
can be added to the vector potential without changing the solution of the magnetic ﬁeld.
In other words, it means that there is a degree of freedom when choosing A, which is also
known as the gauge invariance. A common choice of gauge is the so-called Coulomb gauge
r A = 0, which leads when applied to Equation (2.15) to
A =  0J: (2.16)
Further, we can distinguish for the current density
J = Jcoil + Jind (2.17)
between a source term Jcoil and an induced current Jind. In the present model the coil current
density Jcoil has a constant value, while the induced current Jind is given by Ohm's law
Jind = Eind; (2.18)
where Eind is the induced electric ﬁeld, which can be expressed as a function of the vector
potential by substituting the magnetic ﬂux density (2.13) in Faraday's law (2.9)
















Recursive substitution of equations (2.17) and (2.21) into Equation (2.16) ﬁnally leads to
the governing partial diﬀerential equation of the magnetic vector potential




2.3.2. Frequency domain method
Given that the induction coil is driven by a sinusoidal current with high operating frequency
Jcoil = bJcoil cos(!t), solving the vector potential Equation (2.22) numerically will lead to an
unreasonably high computational eﬀort. For example, resolving a harmonic function by 50
samples at a frequency of 5 MHz requires a simulation time step of 1=(50f) = 4 ns. However,
this can be avoided by using the frequency domain method. Also, it allows using higher
simulation time steps, since the timescale of the ﬂuid dynamics is much higher (milliseconds)
than the timescale of the electromagnetic ﬁeld (nanoseconds).
Usually, the frequency domain method is based on applying the Fourier transform to the
vector potential equation (2.22), which yields
eA =  0eJcoil + j!0 eA (2.23)
where eA and eJcoil are the complex amplitude of the magnetic vector potential and coil current
density, respectively; j and ! are the imaginary unit and the harmonic frequency, respec-
tively. However, the computation of complex numbers cannot be handled by OpenFOAM,
as it is a rather rare feature in CFD software. Therefore, the following mathematical trick is
applied to bring the Equation (2.23) into an implementable form: By using the identity1
eA = eAR + j eAI (2.24)
to rewrite Equation (2.23) as
(eAR + j eAI) =  0eJcoil + j!0(eAR + j eAI)
eAR + jeAI =  0eJcoil + j!0 eAR   !0 eAI; (2.25)
and by separating the real and imaginary parts of Equation (2.25) the following two equations
are obtained:
Re: eAR =  0eJcoil   !0 eAI;
Im: eAI = !0 eAR; (2.26)
where eAR and eAI are the real and imaginary parts of the complex vector potential, respec-












Here, the oﬀ-diagonal term ! indicates the coupling between the equations of the real
and imaginary parts. As the plasma torch operates at high frequencies, strong coupling
of the system (2.27) is expected. The electromagnetic solver, emFoam, developed in this
work utilizes a block coupled matrix solver to ensure the stability and convergence of the
1Since a source current of the form Jcoil = bJcoil cos(!t) is given, the complex current has only a real parteJcoil = ReneJcoilo
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numerical solution of the vector potential system (2.27). Details of the implementation can
be found in the appendix D.1.
Magnetic ﬁeld solution. After the solution of the real and imaginary parts of the vector
potential is calculated, the magnetic ﬁeld B can be obtained by applying Equation (2.13)
as eBR =r eAR;eBI =r eAI; (2.28)
and using the Euclidean norm for complex numbers to yield
Bmag :=
eB = reBR2 + eBI2; (2.29)
where Bmag is the magnitude of the ﬂux density B. Subsequently, the magnitude of the





Joule heat density. The dissipated plasma power per unit volume, in the following referred
to as Joule heat density, describes the heat, which is produced inside the argon plasma due
to eddy currents. In general, the Joule heat density is deﬁned as
qJ = E  J: (2.31)
However, when time-varying ﬁelds J and E are considered the dissipated power is not con-
stant but a function of time (harmonic oscillation). The electrical power, which is dissipated
into the plasma within a period, is given by the time-averaged Joule heat density, which can





neE  eJo; (2.32)
where eE and eJ are the complex electric ﬁeld and the complex conjugated current density,
respectively.





neJ  eJo: (2.33)
The dot product can be further rewritten as
eJ  eJ = eJR + jeJI  eJR   jeJI
= eJR2 + eJI2 = eJind2 (2.34)
where eJind is the magnitude of the induced current. With the expression (2.34) the Joule







eJR2 + eJI2 : (2.35)
Further, the complex induced current density is given by the Fourier transform of equation
(2.21) eJind =  j! eA (2.36)
and the real and imaginary parts of the induced current density are obtained by substituting
the vector potential by (2.24) eJR = ! eAI;eJI =  ! eAR: (2.37)
Finally, by substituting equations (2.37) into (2.35) the time-averaged Joule heat density as




 eAR2 +  eAI2 : (2.38)
Lorentz force density. The general deﬁnition of the Lorentz force is given by
fL = JB: (2.39)
In order to obtain an expression based on the vector potential similar to the Joule heat, the


























heJR eBR+ eJI eBIi :
(2.41)





heAI r eAR  eAR r eAIi : (2.42)
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2.4. Implementation
In order to perform a numerical simulation of the plasma model, the partial diﬀerential
equations and the computational domain are discretized in OpenFOAM by means of the
Finite-Volume-Method (FVM). The resulting systems of algebraic equations are then typi-
cally solved iteratively by linear methods. A comprehensive description of the ﬁnite volume
method as well as the available discretization schemes and linear solvers in OpenFOAM can
be found in [Wol19]. The following section focuses on the main features of the electromag-
netic and plasma solvers developed in the course of this work.
2.4.1. Algorithm description
While the electromagnetic part of the solver was completely developed from scratch, the
ﬂuid part is based on the rhoPimpleFoam code, which is a transient solver for laminar or
turbulent ﬂow of compressible ﬂuids provided by default in OpenFOAM. It utilizes the PIM-
PLE algorithm [CFD18a], which is a combination of the Pressure Implicit with Splitting
of Operator (PISO) algorithm and the Semi-Implicit Method for Pressure-Linked Equa-
tions (SIMPLE). These solution techniques are widely used in CFD codes and allow to
solve the coupled Navier-Stokes Equations in a segregated manner. The custom developed
electromagnetic solver and the PIMPLE-based ﬂuid solver are combined inside the main
time.loop() of the plasma solver, which is listed in Algorithm 1.
Algorithm 1: Plasma solver
while time.loop() do
look up electrical conductivity of argon (T );
solve vector potential equations (2.27) for eAR and eAI; retrieve qJ and fL;
map qJ and fL ﬁelds to the ﬂuid mesh;
solve continuity equation (2.1); //applies only to plasmaTransientFoam;
while pimple.loop() do
solve momentum equation (2.2);
solve energy equation (2.3);
look up argon properties (T ), k(T ), (T ), cp(T );
solve equation of state (D.6) to retrieve new temperature T ;
compute radiation loss qR, equation (2.5);
while piso.loop() do
solve pressure correction equation;
Note, that a multi-mesh technique has been employed in order to achieve that the ﬂuid
equations are only solved in the inner plasma torch area, whereas the computational domain
for the electromagnetic equations extends far outside the torch. The interaction between
the domains, illustrated in Figure 2.6, is implemented in the following manner: At each
iteration, the electrical conductivity (T ) is calculated based on the current temperature
values and stored in the respective cells of the overlapping electromagnetic mesh. The
magnetic vector potential is calculated for updating the values of the Lorentz force and of
the Joule heat, which are then mapped to the ﬂuid mesh, where the Navier-Stokes and
energy equations are solved. In order to map and interpolate ﬁeld values of the Lorentz
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map fL, qJ




Figure 2.6.: Multi-mesh technique: ﬂuid mesh (left), electromagnetic mesh (right)
force and Joule heat from the electromagnetic mesh to the ﬂuid mesh, the meshToMesh.H
library can be used in OpenFOAM. However, it was found that errors occur when using the
meshToMesh.H library to map and interpolate ﬁeld values from a smaller to a larger mesh,
as it is needed in the case for the electrical conductivity (T ). To solve this problem the
following workaround was found: By using a ﬂuid mesh that is identical with the overlapping
region of the electromagnetic mesh, a simple look-up routine for the electrical conductivity
(T ) can be implemented, which also avoids the interpolation of ﬁeld values. See also
Appendix D.3 for details about the implementation of the two-mesh technique.
In order to resolve the non-linearity and pressure-velocity coupling of the Navier-Stokes
equations, a segregated solution method is employed by the standard rhoPimpleFoam code,
which performs several iterations to solve the momentum and pressure correction equation
within the pimple.loop(). Usually, the energy equation is solved within the pimple.loop() as




cp(T ) dT: (2.43)
Details on how the Equation (D.6) is treated by the standard thermodynamic library in
OpenFOAM, can be found in the appendix D.2.
Furthermore, a number of major modiﬁcations have been made to the default thermodynamic
library, in order to model the nonlinear properties of partly ionized argon. Therefore the code
available at [Cho15b; Cho15a] was adapted to implement a custom thermodynamic library
with look-up table functions for the argon properties using a piece-wise linear interpolation
between tabulated data points. Finally, the calculation of radiation loss is included inside
the pimple.loop() as well, as it is a nonlinear function of the temperature and it is coupled
to the energy equation.
The plasma solver can run in steady-state and transient mode. The diﬀerence between the
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Figure 2.7.: Initialization of the plasma solver
two variants is that in the transient version of the plasma solver, Algorithm 1, the continuity
equation is solved, whereas in the steady-state version this part of the code is omitted. Note,
that in the case of the steady-state solver, the time.loop() counts the number of iterations
of the whole system being solved.
2.4.2. Plasma initialization technique
The ignition of the plasma is not covered by the model, since, we are mainly interested in the
heated plasma ﬂow under the steady-state operating conditions. As a result, the following
method, as illustrated in Figure 2.7, is used to initialize the plasma solver: The initial velocity
ﬁeld u is taken from the steady-state solution obtained by the standard rhoSimpleFoam
solver, whereas the custom-developed emHeatFoam solver has been especially compiled for
the purpose of computing the initial values of the temperature and magnetic vector potential
ﬁelds. The ﬂuid ﬂow is not considered by the emHeatFoam solver. Instead, it is based on




(cpT ) =r  (krT )  qR + qJ; (2.44)
where the radiation loss law and tabulated data for argon properties are adopted from the
previous sections. Note, that the emHeatFoam solver is not an actual steady-state solver
but rather a pseudo-transient solver, which means that the Euler time-derivative scheme
is used and the under-relaxation method [CFD18a] is applied to stabilize the solution of
the temperature equation. As with this solver the temperature continuously increases, the
solver is stopped after the desired temperature distribution is reached. In order to speed up
the heating process, the electrical conductivity is held to a value of  = 1 S m 1 during the
simulation until the temperature reaches 5000 K. Above this temperature a look-up table
function is applied to model the nonlinear electrical conductivity as shown in Figure 2.3b.
In addition, a zero gradient condition @T
@n
= 0 is used for the temperature at all boundaries


























 eAR2 +  eAI2 ; (2.47)
Electrical conductivity:













(h) +r  (uh)  @p
@t




0; if T  9500 K;
5600  (T   9500) + 181  (T   9500)2 else: (2.52)
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2.5.2. OpenFOAM solvers
 emFoam: Custom-developed electromagnetic ﬁeld solver based on vector potential
formulation. Input: Jcoil, !, . Output: eAR, eAI ! Hmag, fL, qJ.
 emHeatFoam: Extension of emFoam; includes the temperature equation to solve
induction heating. Used to precompute initial ﬁelds: eAR, eAI, T .
 rhoSimpleFoam: Standard OpenFOAM solver to calculate the steady-state of the
argon gas ﬂow without electromagnetic ﬁelds. Used to precompute the velocity ﬁeld
u.
 plasmaSteadyFoam: Custom-developed plasma solver. Computes the plasma steady-
state. Requires precomputed initial conditions from emHeatFoam and rhoSimpleFoam.
 plasmaTransientFoam: Used for the transient ﬂow calculation of the burning plasma.
Precomputed initial conditions from emHeatFoam and rhoSimpleFoam are required as
well.




This chapter presents the simulation results obtained with the custom plasma solver devel-
oped in OpenFOAM. In order to validate the two-dimensional, axisymmetric ICP model
described in the previous chapter, the Tekna-PL50 plasma torch will be used as a reference.
Therefore, the electromagnetic solver emFoam, which has been written completely new in
OpenFOAM, will be tested and validated by means of analytical methods ﬁrst. A second
purpose of running only the electromagnetic solver with the coil geometry of the plasma
torch is to determine the appropriate mesh size and cell density, which then will be used
in the simulation of the complete plasma model. The computational results will be vali-
dated by comparison against data from similar studies of Tekna-PL50, which can be found
in the literature. Finally, the study is completed with an error analysis and evaluation of
the simulation performance.
3.1. Plasma Torch Tekna-PL50
Figure 3.1 shows the scheme of the Tekna-PL50 plasma torch, which consists of a quartz
cylinder with three gas inlets (outer cooling stream, intermediate plasma-forming stream and
the central one used to inject powder into the plasma zone) and an induction coil surrounding
the cylinder. The dimensions and operating conditions of the plasma torch, which were
given in [XPB01] and [Ber+03] are summarized in Table 3.1. Note, that the coil current
I, which is an input parameter of the computational model, is not uniquely given in the
literature. Two diﬀerent values of I = 150 A, and I = 161 A were mentioned by Bernardi et
al [Ber+03] and Xue et al [XPB01], respectively. Therefore, it may be necessary to adjust
the coil current in the model so that a dissipated plasma power of about 5 kW is achieved.
Furthermore, the computational model requires values for the width REM and height LEM of
the electromagnetic domain to be speciﬁed. These values were chosen independently from
the literature data and will be explained in the course of this chapter.






































Figure 3.1.: Plasma torch scheme (Tekna-PL50)
Table 3.1.: Plasma torch characteristics (Tekna-PL50)
Parameter Value Unit Parameter Value Unit
r1 1.7 mm Q1 1 slpm1
r2 18.8 mm Q2 3 slpm
r3 25 mm Q3 31 slpm
m 2 mm Pdiss 5 kW
t 2.2 mm f 3 MHz
w 3.5 mm I [150, 161] A
L0 50 mm dc 6 mm
L1 60 mm Rc 33 mm
L2 124 mm REM 200 mm
L3 200 mm LEM 300 mm
1 standard liter per minute
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3.2. Validation: Electromagnetic Solver
In order to validate the implementation of the electromagnetic solver, two test cases shown
in Figure 3.2 were investigated. First, the coil in the air only is considered, meaning that
the electrical conductivity is set to zero throughout the whole computation domain. In the
second test case, in contrary, a constant electrical conductivity  = 2500 S m 1 is applied to
the ﬂuid region. It can be noted that the behavior of the magnetic ﬁeld changes signiﬁcantly
if an electrically conductive ﬂuid is treated. This diﬀerence can be explained by the induc-
tion phenomenon, the so-called skin-eﬀect. The skin eﬀect occurs due to the fact that eddy
currents are induced in the conductor, which in turn generate magnetic ﬁelds that interact
with the superimposed magnetic ﬁeld. In the following, the accuracy of the numerical solu-
tion by means of the emFoam code is evaluated for both test cases by comparing the results
against analytical solutions.
Coil in the air ( = 0): The computational mesh was created by means of OpenFOAM's
blockMesh utility, see also notes in the Appendix C. Since OpenFOAM is based on the ﬁnite
volume method, a wedge geometry, as illustrated in Figure 3.2, is used to calculate two-
dimensional axisymmetric models. Note, that the Cartesian coordinate system is aligned to
the symmetry axes of the wedge so that the x-axis can be considered as the radial axis and
the y-axis as the tangential axis, similar to a cylindrical coordinate system. Thus, the coil







where I is the coil current and dc is the coil wire diameter. Further, the far-ﬁeld approx-
imation eAR = 0, eAI = 0 is used as a boundary condition for the vector potential. This
means that the magnetic ﬁeld decreases to zero at inﬁnitely great distances from the current
source. However, in a computational model this can be only approximated. Therefore, the
choice of the domain size (REM  LEM) plays an important role, as the position of the vector
potential boundaries will aﬀect the solution of the magnetic ﬁeld. The inﬂuence of domain
size and mesh density is discussed in more detail in section 3.4, whereas in this section only
the results for the following parameters are presented: A width of REM = 200 mm and a
height of LEM = 300 mm with the domain discretized into 400 600 cells yielding an uniform
hexahedral mesh with a cell size of 0:5 mm. It was found that these parameters are a good
trade-oﬀ between accuracy and low computation time and therefore they are being used in
later simulations of the plasma solver as well.
For the purpose of validation, an analytical solution of the total magnetic ﬁeld strength
H(z) along the center axis of the coil, as illustrated in Figure 3.2a, can be obtained by using
















Rc2 + (z   zi)23
; (3.2)
where zi is the axial position of the i-th coil turn and Rc is the radial position of all coil
turns. While the values for the coil geometry Rc, dc are given in Table 3.1, all the other
parameters of this test case are summarized in Table 3.2.









(a) The Biot-Savart law applied to calculate
the magnetic ﬁeld strengthH(z) along the
center axis of a coil
(b) OpenFOAM case conﬁguration
(c) Evaluation of the inﬂuence of electrical conductive material on the magnetic ﬁeld H
of a coil. Results obtained with the custom emFoam solver; size of the computational
domain: REM = 200mm and LEM = 300mm, coil current: I = 161A, position of
the inner torch wall (white dotted line): x = r3 = 25mm
Figure 3.2.: Test cases for the validation of the electromagnetic solver emFoam
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Table 3.2.: Parameters for the emFoam test case
Parameter Value
Vector potential eAR = 0, eAI = 0
Coil current density Jcoil = (0 Jy 0)






! 3:3 107 s 1
0 1:26 10 6 V s A 1 m 1
 [0 2500] S m 1
cells(REM) 400
cells(LEM) 600
Figure 3.3a shows the numerical result of the magnetic ﬁeld strength obtained by means of
the emFoam code, which is compared against the analytical solution of the magnetic ﬁeld
along the center axis as shown in Figure 3.3b. The derivation of how the magnitude of
the magnetic ﬁeld strength Hmag is calculated numerically was described in the previous
chapter, see Equation (2.30). For simpliﬁcation, the magnitude Hmag will be referred to as
the magnetic ﬁeld strength H in the following. Also note, that in Figure 3.3 the magnetic
ﬁeld along the z-axis starting from the position of the central coil turn at z = 92 mm is
considered. The transformed coordinates zc are therefore given by zc = z + 92 mm.
The increasing diﬀerence between numerical and analytical solution as shown in Figure
3.3c is an inherent approximation error caused by the far-ﬁeld boundary conditions of the
magnetic vector potential eAR = eAI = 0. The maximum relative diﬀerence of about 16%
at the end of plasma torch, however, can be seen negligible, because if conductive material
is present inside the torch, the magnetic ﬁeld strength near the plasma central axis is very
low due to the skin eﬀect and thus contributes little to the induction heating process. At
this point it can be concluded that the numerical solution meets the expectations and is in
good agreement with the analytical solution. Note, that the accuracy may be even further
improved by expanding the electromagnetic domain size.
Induction coil ( = 2500): In the second test case, a constant electrical conductivity =
2500 S m 1 was applied to the inner torch region in order to examine whether the induction
phenomenon is being correctly treated by the solver code. Therefore, the numerical solution
of the magnetic ﬁeld strength along the radial oriented x-axis as noted in Figure 3.4b is
compared to the analytical solution. Figure 3.4a shows the radial proﬁle of the magnetic
ﬁeld, where the plot starts at the torch wall (xc = 0) and ends at the center of the torch
(xc = 25 mm). The analytical solution is approximated by an exponential function with the
initial value adopted from the surface value of the numerical solution. The main parameter
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(a) Magnetic ﬁeld strength H of the
coil in air, = 0Sm 1







Numerical, max = 4516 A/m
Analytical, max = 4506 A/m
(b) Magnetic ﬁeld strengh H(zc) plotted along the center axis starting
from the central coil turn
End of plasma torch
RD = jH(zc) Hnum(zc)jH(zc)
(c) Relative diﬀerence (RD) between the analytical and numerical solution
Figure 3.3.: Axial proﬁle of the magnetic ﬁeld strength of a coil in air; comparison of ana-
lytical and numerical solutions with coil current I = 161 A
The skin depth  describes the depth where the magnetic ﬁeld strength has decreased about
63% from its surface value
H(xc = )  0:37 H(xc = 0): (3.4)
As shown in Figure 3.4c, the relative diﬀerence between numerical and analytical solution
is less than 3% in the range of the skin depth xc    5:8 mm. The increasing diﬀerence
towards the center, as noted in Figure 3.4a, is due to the fact that the exponential function
is not the exact analytical solution in the case of cylindrical geometry. In order to get a
more accurate solution, one would have to exploit the Bessel functions. The skin depth has
another important consequence with respect to the inductively coupled plasma torch: 86%
of the plasma power is dissipated within the area of the skin depth.
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(a) Numerical solution of the radial proﬁle H(xc) compared against an expo-
nential function approximation
(b) Skin eﬀect illustrated by
the numerical solution of
the magnetic ﬁeld, solid
line: torch wall
RD = jH(xc) Hnum(xc)jH(xc)
 = 5:8 mm
(c) Relative diﬀerence (RD) between the analytical and numerical solution radial proﬁle of
the magnetic ﬁeld strength H(xc) as shown in Figure 3.4b
Figure 3.4.: Magnetic ﬁeld strength H evaluated for a constant electrical conductivity of the
inner torch region, = 2500 S m 1, coil current I = 161 A
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3.3. Validation: Plasma Solver
3.3.1. Mesh conﬁguration
While the ﬂuid equations are solved only in the inner region of the plasma torch with
dimensions of 25 mm  200 mm (r3  L3), see Figure 3.1, the computational domain for the
electromagnetic equations needs to be extended beyond the torch region as well. Therefore
a multi-mesh technique was implemented into the plasma solver, as explained previously
in section 2.4, in order to separately compute the ﬂuid and electromagnetic equations on
diﬀerent meshes. The computational mesh for the plasma simulation was found based on the
results of the mesh-dependency analysis conducted with the electromagnetic solver emFoam,
which will be presented in the section 3.4.1. As a result the computational domain of
REM = 200 mm and LEM = 300 mm discretized into 400 600 cells was chosen. However,
this conﬁguration was slightly adjusted to match the real torch geometry shown in Figure
3.1. To maintain an average cell size of x = z  0:5 mm a mesh conﬁguration as shown
in Figure 3.5 was created.
In similar studies an extended electromagnetic domain width of REM = 125 mm was pro-
posed by Xue et al [XPB01], which was adopted also by Bernardi et al [Ber+03], while the
height of the electromagnetic ﬁeld region was extended only by Bernardi to LEM = 277 mm.
In the study by Xue et al [XPB01] the region outside the torch was discretized by an unstruc-
tured mesh consisting of 7489 triangular cells, while the ﬂuid region and quartz tubes were
discretized into 54 80 (total 4320) quadrilateral cells. In the work of Bernardi et al the
torch region consists of a uniform, structured mesh with 57 200 (total 11400) quadrilateral
elements. In contrary, a non-uniform, structured grid with 81 71 (total 5751) nodes has
been employed for the solution of the vector potential equations in the outer torch region,
where each turn of the induction coil was resolved with 13 nodes.
In comparison, in this work the ﬂuid and electromagnetic regions were discretized into a
total of 19200 cells and 206500 cells, respectively; the coil current density patch as shown
in Figure 3.5 consists of 114 cells. While the lateral cell size x inside the ﬂuid region is
comparable with those from the literature, the number of cells in axial direction is almost
twice in this work. This was done to ensure good mesh properties by maintaining the aspect
ratio of all cells close to one.
3.3.2. Initial and boundary conditions
The initial and boundary conditions used to obtain the plasma simulation results, which
are presented in the following sections, are summarized in Table 3.3. In contrary to the
validation of the electromagnetic solver in the previous section, the coil current here is set
to I = 150 A. In addition, atmospheric pressure at the outlet and constant wall temperature
of 300 K apply. The latter implies that the wall temperature is cooled down and kept at a
constant level, which in reality might not be true. For the purpose of validation, however,
these values are adopted according to the model assumptions given in the literature. The
axial inlet velocities components are calculated based on the torch operating conditions given
in Table 3.1 as

























Figure 3.5.: Grid scheme of the ﬂuid and electromagnetic mesh regions created by means
of OpenFOAM's blockMesh utility; total number of cells: 19200 (ﬂuid mesh),
206500 (electromagnetic mesh)
where Q is the ﬂow rate given in unit standard liters per minute (slpm), yet assuming that
such environmental conditions apply so that one slpm is equivalent to one unit liter per
minute (lpm); A denotes the cross-section of the respective inlet, which can be obtained
from the scheme in Figure 3.1.
Table 3.3.: Initial and boundary conditions for the plasma solvers. Similar conditions apply
to the emHeatFoam and rhoSimpleFoam solvers except for the initial ﬁeld values,
which are T = 300 K and u = 0.
Field variable Initial value Boundary Conditions
Jcoil Jy = 5 305 165 A m
 2 Jcoil = 0
(I = 150 A)eAR, eAI precomputed All boundaries: ﬁxed value eAR = 0, eAI= 0
with emHeatFoam
u precomputed Inlets: ﬁxed value u1 = 1:84 m s 1, u2 = 0:047 m s 1,
with rhoSimpleFoam u3 = 0:894 m s 1,
Walls: no slip,
Outlet: zero gradient @u
@n
= 0
T precomputed Inlets and walls: ﬁxed value T = Troom = 300 K,
with emHeatFoam Outlet: zero gradient @T
@n
= 0




Outlet: ﬁxed value p = patm = 1013 hPa
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As described in the previous chapter in section 2.4, the initial ﬁeld values of the plasma state
were merged from the solutions of the rhoSimpleFoam solver, which was used to precompute
the velocity ﬁeld u of the pure gas ﬂow, and the custom emHeatFoam solver, computing the
temperature ﬁeld T and magnetic vector potential eAR, eAI. Figure 3.6 shows the solutions
for the velocity and temperature ﬁeld obtained by rhoSimpleFoam (2000 solver iterations)
and emHeatFoam (350 solver iterations), respectively. Note, that the maximum values of
the precomputed temperature ﬁeld are relatively high. It was found that initializing the
plasma solver by using a temperature distribution with smooth gradients and an average
temperature above 6000 K in the plasma region is the best practice to achieve a stable
solution.
(a) Velocity ﬁeld computed with
rhoSimpleFoam (2000 iterations)
(b) Temperature ﬁeld computed with emHeat-
Foam (350 iterations)
Figure 3.6.: Separately precomputed velocity and temperature ﬁeld used as initial conditions
for the plasma solver
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3.3.3. Steady-state solver
In this section the plasma steady-state results obtained by means of the custom OpenFOAM
code are compared against results, which were obtained by means of the commercial FLU-
ENT code (today: ANSYS Fluent) by the following authors:
 Figure 3.7 and 3.8b: Bernardi et al [Ber+03; Ber+05],
 Figure 3.8a: Ilya Tsivilskiy (these simulation results are not published yet, but the
numerical model has been described in [Nag+17]),
 Figure 3.9 and 3.10: Xue et al [XPB01].
Basically, all authors used identical model assumptions, however, it cannot be ruled out that
some model and simulation parameters may diﬀer, as will be explained later.
Description of the data. The plasma temperature ﬁelds (raw numerical ﬁeld values) are
compared in Figure 3.8, whereas Figure 3.7a shows a temperature contour plot with the
lines indicating the levels of constant temperature as annotated on the respective line. The
streamlines as shown in Figure 3.7b (right) were calculated by means of with MATLAB's
streamline() function based on the velocity ﬁeld data from OpenFOAM. These results
can be qualitatively compared to the stream function contours (left part of the Figure 3.7b)
obtained by Bernardi et al. Note, that in order to better compare the results to the reference
data from literature the plots in Figure 3.7 are stretched in width and are therefore not true
to scale. In contrary, in the plots in all the other Figures the downscaled torch geometry is
presented maintaining the true aspect ratio.
In Table 3.4 the numerical values are noted to create the contour plots of the real and
imaginary parts of the magnetic vector potential, shown in Figure 3.9, as well as the contours
of temperature and Joule heat density ﬁelds shown in Figure 3.10a and 3.10b, respectively.
The same contour levels are used as in the reference data by Xue et al [XPB01]. Note, that
for the OpenFOAM results, shown in the right half of each plot, the contour levels are also
indicated by the ticks in the colorbar. In Figure 3.10c the same streamlines are shown again
in comparison with stream function contours by Xue et al.
Table 3.4.: Contour levels used in ﬁgures 3.9 and 3.10 for comparing results with Xue et al
[XPB01]
Field Unit Minimum Incremental value Maximum
T K 781 481 9440.2
qJ W m
 3 6.507e6 6.5e6 1.366e8eAR;y V s m 1 -5.87e-07 3e-06 1.07e-04eAI;y V s m 1 -1.37e-05 7.22e-07 -7.2e-07
Data evaluation and comments. The presented OpenFOAM results show overall good
agreement to the reference data. Some minor diﬀerences are observed for the temperature
distribution near the inlets, especially the central one (Figure 3.7a, 3.10a). This might be
due to diﬀerent treatment of the ﬂow velocity boundary conditions, as in the literature only
the ﬂow rates in slpm are given. In contrary, the temperature distribution above the ﬁrst
inlet matches with the results by Ilya Tsivilskiy in Figure 3.8a, which have been obtained
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using identical inlet boundary conditions as in OpenFOAM. Also, it may be assumed that
the ﬂow inside the central tube has not been simulated by Xue et al, see the white ﬁll in
ﬁgures 3.10.
Based on the data of Figure 3.8b, the maximum temperature that has been calculated in
OpenFOAM is about 120 K lower than the one reported by Bernardi et al. This equals a
relative diﬀerence about 1% and is thus within an acceptable range. In the literature two
diﬀerent values for the coil current I = 150 A and I = 161 A were proposed by Bernardi
et al [Ber+03] and Xue et al [XPB01], respectively. The latter leads to dissipated power of
Pdiss = 6 kW in the OpenFOAM simulations, whereas I = 150 A yields a dissipated power
of Pdiss = 5:1 kW, which deviates from the expected power output by 2%.
There may be more possible explanations due to diﬀerent settings of linear solvers, dis-
cretization schemes, mesh conﬁguration or data for the argon properties. Note, that the
OpenFOAM solutions presented here have been obtained using the mass density approxi-
mation, see section 2.2, which already can contribute an error of up to 2%. However, based
on the results presented here the implementation of the plasma solver can be seen validated,
which is the main purpose of this work.
3.3.4. Transient solver
In future works, powder particles will be added to the model in order to simulate the
spheroidization process. Therefore, the transient solution of the plasma by means of the
plasmaTransientFoam code is considered now. Basically, the same initial and boundary con-
ditions as for the steay-state simulation with plasmaSteadyFoam are used. The solution of
temperature ﬁeld is calculated with a simulation time step of dt = 0:0005 s. Figure 3.11
shows the results for the time steps t = [0, 0.01, 0.05, 0.1, 0.2, 1] s. Finally, at t = 1 s
it can be seen that the solutions of the transient plasmaTransientFoam and steady-state
plasmaSteadyFoam solver are consistent.
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(a) Plasma temperature contours in 103K
(b) Streamlines
Figure 3.7.: OpenFOAM simulation results for Tekna-PL50 compared against results by
Bernardi et al. (2003). Reprinted by permission from Springer Nature: Springer-














Figure 3.8.: Temperature ﬁeld in Kelvin calculated with the custom OpenFOAM code in comparison against results obtained by Ilya Tsivilskiy
(left) and Bernardi et al. [Ber+05] (right) with the commercial Fluent code (today ANSYS Fluent)
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eAR;y [Vs/m]
eAI;y [Vs/m]
Figure 3.9.: Contours for the real and imaginary parts of the vector potential calculated
with OpenFOAM compared against results by Xue et al. (2001). Used with














(a) Plasma temperature in K (b) Joule heat density in Wm 3 (c) Streamlines
Figure 3.10.: OpenFOAM simulation results for the Tekna-PL50 plasma torch compared against results by Xue et al. (2001). Used with
permission of IOP Publishing Ltd, from Xue et al. [XPB01] permission conveyed through Copyright Clearance Center, Inc.
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t = 0.01 st = 0 s t = 0.05 s t = 0.1 s
t = 0.2 s t = 1 s
Steady-SolverTransient-Solver
Figure 3.11.: Transient solution of the temperature ﬁeld obtained with plasmaTransient-
Foam; at t = 1 s comparison with steady-state solution obtained with plas-
maSteadyFoam
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3.4. Error Analysis
The error analysis is an essential part of numerical simulation studies in order to evaluate
the quality and accuracy of the results. In general, there are two types of numerical errors
that can be distinguished [Sch13, p. 101]: The ﬁrst one is the discretization error, which
is a result of the spatial discretization of the computational domain and the equation dis-
cretization. In CFD simulations second-order accuracy can be achieved if linear diﬀerence
schemes are used. In other words, on a uniform structured mesh the numerical error de-
creases quadratically with decreasing cell size [Sch13, p. 69]. A mesh-dependency analysis
using the electromagnetic solver emFoam is conducted in the ﬁrst part of this section to
investigate the inﬂuence of the cell size and to examine the inﬂuence of the magnetic ﬁeld
boundaries. Another numerical error is made due to fact that iterative methods are used to
solve the linear systems of equations. However, the so-called iteration error can be greatly
minimized by a suﬃcient number of iteration steps, which is also referred to as solution
convergence and will be discussed in the second part of this section.
3.4.1. Mesh-dependency analysis
Coil in air ( = 0)
The numerical solution of the magnetic ﬁeld strength along the center axis H(z) is com-
puted for diﬀerent mesh conﬁgurations and compared against the analytical solution similar
to the validation procedure previously described in section 3.2. Figure 3.12 shows the relative
diﬀerence RD, similarly calculated as in Figure 3.3b, obtained for a square-shaped compu-
tational domain REM = LEM = SEM with the domain size SEM varying from SEM = 0:2 m to
SEM = 0:5 m in steps of 0:1 m, and diﬀerent cell sizes [0.2 0.25 0.5] mm yielding the mesh
conﬁgurations summarized in the ﬁrst block of the Table 3.5. From Figure 3.12a it can
be noted that the cell size has little inﬂuence on the solution, whereas the position of the
boundaries by changing the domain size SEM determines when the magnetic ﬁeld strength is
forced to zero. This inconsistency is unavoidable when the zero vector potential boundary
condition is used. However, at a distance of about 50 mm away from the boundary the
relative diﬀerence in most cases is already less than 20%.
From the zoomed view in Figure 3.12b only minor diﬀerences can be noted depending on the
chosen cell size and domain size conﬁguration. Surprisingly, increasing the number of cells
on a ﬁxed domain size does not lead to higher accuracy, for example, comparing 0:2 1000
conﬁguration with 0:2800 and 0:2400 or comparing 0:31500 with 0:31200 and 0:3
600. Based on this ﬁnding the computational cost can be greatly reduced without loosing
accuracy; for example, solving the vector potential system on the 0:3  1500 mesh takes
about 18 minutes while the 0:3 600 mesh was calculated after approximately 1.5 minutes.
The workstation speciﬁcations and further information regarding simulation performance are
presented in section 3.5. Based on the conﬁguration of 0:3 600, the inﬂuence of reducing
the domain width REM while maintaining a ﬁxed cell size of x = 0:5 mm was studied. From
the results shown in Figure 3.13 it can be concluded that REM = 0:1 m leads to a signiﬁcant
error, while an error less than 1% within the coil region (ending at z = 0:032 m) can be
achieved by using a domain width of REM = 0:15 m and larger. Also, very little diﬀerence is
noticed between REM = 0:2 m and larger sizes.
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SEM = 0:2 SEM = 0:3 SEM = 0:4
SEM = 0:5
(a) Simulation results for diﬀerent computational domain sizes REM = LEM = SEM. The deviation of 100% is due









(b) Zoomed view of the Figure above; SEM  N , where SEM is the square size of the electromagnetic compu-
tational domain REM = LEM = SEM; N is the number of cells per length Nx = Nz = N
Figure 3.12.: OpenFOAM simulation results for diﬀerent sizes of the electromagnetic com-
putational domain and diﬀerent mesh densities, showing the relative diﬀerence
RD between numerical and analytical solution of H(z) for  = 0, see also
Figure 3.3
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Table 3.5.: Overview of the analyzed mesh conﬁgurations. Only uniform structured meshes
with hexagonal cell type were studied. Therefore, x denotes the square cell
size.










Width study REM in m LEM in m Nx = N(REM) Nz = N(LEM) x in mm
(Figure 3.14)
0.1 0.3 200 600 0.50
0.15 0.3 300 600 0.50
0.2 0.3 400 600 0.50
0.25 0.3 500 600 0.50
0.3 0.3 600 600 0.50
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end of coil region
Figure 3.13.: Variation of the computational domain width, while maintaining constant cell
size x = 0:5 mm, so that REM = 0:1 is resolved with 100 cells, REM = 0:15
with 150 cells and so on.
Induction coil ( = 2500)
Since the behavior of the magnetic ﬁeld changes completely when an electrically conduc-
tive material is involved, an additional mesh dependency analysis is required in which the
induction eﬀects are taken into account. Based on the previous results, a domain size of
REM = 0:3 m and LEM = 0:3 m is chosen for the study shown in Figure 3.14, which is similar
to the second test case presented in section 3.2. In contrary, here the Joule heat density is
evaluated in two speciﬁc points P1(x = 0:024; z = z1) and P2(x = 0:024; z = z2) as shown by
the scheme included in Figure 3.14b, where z1 and z2 denote the center positions of the ﬁrst
and second (middle) coil turns, respectively. The two sample points are chosen 1 mm apart
from the torch wall located within the skin depth. This region is particularly interesting, as
86% of the plasma power is dissipated within the skin depth and thus accurate values for the
Joule heat density are required here. Figure 3.14a shows the Joule heat density at P1 and
P2 evaluated for meshes with diﬀerent total number of cells N varying from 300 to 1600 in
steps of 100 cells. It can be noted that the calculated values for qJ(P1) and qJ(P2) stagnate
at almost constant level except for N = 300. This becomes more clearer when looking at
Figure 3.14b, which shows the relative diﬀerence with respect to the solution with the ﬁnest
mesh N = 1600. Here, except for N = 300 the diﬀerence between calculated values for qJ is
less than 5% regardless of the cell density.
Conclusion. The results above show that the computational domain size should be chosen
carefully depending on the region of interest and electromagnetic phenomena involved. The
data also shows that a further reduction of the cell size below x = 0:5 mm has no signiﬁcant
beneﬁts in terms of accuracy. Finally, an electromagnetic mesh conﬁguration of REM = 0:2 m
at 400 cells and LEM = 0:3 m at 600 cells is chosen for this work.
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qJ(P2)
qJ(P1)
(a) The Joule heat density qJ calculated for diﬀerent cell numbers of the mesh and evaluated in two speciﬁc






(b) Relative diﬀerence RD calculated for the results shown in the ﬁgure above with respect to the Joule
heat density value of the ﬁnest mesh (N = 1600) of the corresponding point; N - number of cells
Figure 3.14.: Induction test case ( = 2500 S m 1) used to study the variation of the Joule
heat density calculated with diﬀerent cell numbers of the mesh; electromagnetic
domain size used for these simulations REM = 0:3 m and LEM = 0:3 m
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3.4.2. Convergence analysis
Typically, the convergence of a solution is determined by evaluating the residuals of the
solved variables. Also, the residuals are a measure for the error of a solution. In order to
achieve high numerical accuracy, the residuals should be very small. Considering a linear
system of the form
	y = b; (3.6)
with 	 and b being a matrix and a vector with known coeﬃcients, respectively, and y being
the solution vector, then the residual can be deﬁned as
Rk =
	byk   b; (3.7)
where Rk is the residual for the solution byk after the k-th iteration. In addition, the solution
residuals are usually normalized, however, the normalization procedure may be diﬀerent for
each solver [Ope19a]. In OpenFOAM the residuals are typically printed to the console during
the execution of a solver in the form of
BiCGStab: Solving for h, Initial residual = 1.924028e-05,
Final residual = 2.463816e-06, No Iterations 1
In the example shown above the linear system is solved using Biconjugate gradients stabilized
(BiCGStab) method. The linear solver has ﬁnished after one iteration with a ﬁnal residual of
2:463 816 10 6. In the case of the nonlinear and coupled plasma system the initial residual
is rather of interest, as it is a measure of stability of the solution with respect to previous
iteration of the total system solved. In the following, the steady-state solution is analyzed,
which was obtained by running 100 time.loop() iterations with the plasmaSteadyFoam solver.
In addition, the pimple.loop() was conﬁgured so that it runs until either the residual of the
enthalpy h falls below 1 10 5 or the maximal number of 100 pimple iterations is reached.
As a result, the number of iterations of the ﬂuid system within the pimple.loop() being solved
could reach a maximum of 100 000 total iterations.
Figure 3.15a shows the residuals of the enthalpy h and the z-component of the ﬂuid velocity
uz. In this case, the 100 iterations of the time.loop() correspond to a total of about 6000
iterations including the counts of the pimple.loop(). The residuals of uz decreased from about
1 10 2 to a value oscillating between 1 10 3 and 2 10 5, whereas the enthalpy residual
shows less oscillation reaching a value of about 1 10 4 and 1 10 5. When performing
a steady-state analysis, it is also useful to monitor the behavior of quantities of interest.
Therefore, the maximum plasma temperature changing over iterations as shown in Figure
3.15b is also considered for the convergence analysis. Here it can be clearly noted that after
about 3000 iterations the maximum temperature converged to a value of 9802 K. Figure
3.16a shows the residuals of the vector potential and the enthalpy a function of the main
loop iterations. In addition, the dissipated power, which is obtained from the volume integral
of the Joule heat density qJ, is shown in Figure 3.16b. Based on this data it can be concluded
that the simulation converged after about 30 main loop iterations with the dissipated plasma
power converging to a value of Pdiss  5:1 kW. The residuals of the enthalpy are oscillating
between 1 10 5 and 5 10 5, whereas the real and imaginary parts of the magnetic vector
potential residuals maintain values below 1 10 5. The oscillations may depend on many
factors such as the selection of linear solvers, tolerance settings, relaxation factors. Also, it
should be pointed out that the plasma model is a multi-physical and highly coupled system,
which makes it very diﬃcult to achieve stable residuals.
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100 PIMPLE-Iterations
(a) Residuals of the enthalpy h and the velocity uz shown over number of iterations
Tmax = 9802 K
(b) Maximum plasma temperature shown over the number of iterations
Figure 3.15.: Convergence analysis based on data shown over the total number of iterations
including pimple.loop()
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(a) Residuals of the enthalpy (h) and the real and imaginary part of the magnetic vector potential (eAR;y
and eAI;y) shown over number of iterations
Pdiss  5:1 kW
(b) Dissipated plasma power obtained by Pdiss = 72 
R
qJdVwedge for the wedge-shaped computational
domain with an angle of 5
Figure 3.16.: Convergence analysis based on data shown over number of time.loop() iterations
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3.5. Workstation Speciﬁcations
To conclude the plasma solver evaluation, the used soft- and hardware, as well as performance
data is presented in the following. The data is summarized in Table 3.6. All implementations
and simulations in this work have been conducted with foam-extend-4.0, however, it was
found that post-processing with sampleDict utility works better on the OpenFOAM version
v1812. The OpenFOAM framework is running on a virtual Linux system, where the actual
hardware resources that could be utilized for computations consists of four logical cores with
3.2 GHz CPU speed each and 8 GB RAM. The total computation time for the simulation
of the plasma steady-state including the calculation of the initial conditions is about two
hours, whereas the transient solution for 1 s simulation time at a time step of 0:0005 s takes
about 14 hours. Note, that all calculations are performed on a single core and that these
are preliminary results. The potential has not been fully exploited yet and better solver
performance may be achieved by tuning the solver and case settings.
Table 3.6.: Workstation speciﬁcations and solver performance
Workstation speciﬁcations
Host system Windows 7 Pro 64-bit,
Intel i5 3.2 GHz processors,
4 physical cores, 8 logical cores,
12 GB RAM,
500 GB HDD
Virtual machine Linux Mint 19.1 64-bit,
4 logical cores and 8 GB RAM allocated
by the host system
OpenFOAM version foam-extend-4.0,
v1812 (post-processing only)
Mesh Total cell number
Fluid mesh 19200 cells
Electromagnetic mesh 206500 cells
Solver Computation time
rhoSimpleFoam iterations = 2000 5.2 min
emHeatFoam iterations = 350 70.9 min
plasmaSteadyFoam iterations = 40 56 min
plasmaTransientFoam end time = 1s, 13.3 hours
time step = 0.0005s
In comparison, the simulations by means of the customized ANSYS Fluent framework, Figure
3.8a, were performed with the following speciﬁcations
 CPU: i7 , 6 cores parallel,
 unstructured mesh, triangular cells,
 ﬂuid region: 24453 cells,
 whole computational domain: 82579 cells,
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 transient simulation: tsim = 3 s, t = 0:0005 s
 computation time: 6 hours.
The present customized ANSYS code can only run in transient mode, whereas the Open-
FOAM code has the ability to perform a steady-state simulation, which took about 1 hour
in case of the Tekna plasma torch. Note, that precomputation of initial conditions is only
necessary again if the geometry of the torch or the mesh conﬁguration is changed. For ex-
ample, simulations with varying operating parameters such as coil current, frequencies, and
inlet velocities can be performed without a new precomputation of the initial conditions.
3.6. Experimental ICP (KNRTU-KAI)
In this last section, the simulation results for the experimental ICP at the KNRTU-KAI are
presented and concepts for experimental validation are brieﬂy discussed.
Figure 3.17 and Table 3.7 show the geometry and operating parameters used for the simu-
lation of the experimental ICP torch, which in comparison to the Tekna-PL50 torch has 4
coil turns and a central tube, which is extended into the plasma zone. The KNRTU-KAI
plasma torch is about twice the size of the Tekna-PL50 and operates therefore at a higher
frequency and power. The third inlet is inactive as it was found that due to the design of
torch the outer gas stream causes instabilities to the plasma. The steady-state solution of
the temperature ﬁeld is shown in Figure 3.18. In the simulation a dissipated plasma power
of Pdiss = 13 kW and a maximum temperature of 9940 K were obtained for a coil current of
Icoil = 100 A.
Unfortunately, neither the model output (temperature) nor the input (coil current) is cur-
rently available as experimental data, however, measurements from both quantities are
needed in order to validate and improve the model predictions. Figure 3.19a shows a typical
scheme of an electrical circuit of the radio-frequency (RF) power generator. The coil current
Icoil is determined by the anode voltage UA, and anode current IA, which are manually set
during the experiment and available as measurement signals. A linear correlation between
anode current, anode voltage and coil current can be noted from Figure 3.17, which shows
a series of measurements of the electrical quantities for the Tekna-PL50 torch. As a re-
sult, linear circuit theory can be used to derive a function Icoil = f(UA; IA), which allows
the estimation of the coil current based on measurements of UA and IA. The derivation
of transfer functions for the electrical circuit and the estimation of the plasma inductance
Lplasma and resistance Rplasma were also described in earlier studies [Dew+10],[TC13],[TC15].
A further study with more focus on the electrical power supply circuit modeling is therefore
suggested.
The temperature and velocity distributions within the plasma torch can be measured using
the enthalpy probe technique, and when combined with mass spectroscopy the concentration
ﬁeld can be also obtained [Jia+10]. Experiments using this method are described in [RSB95],
[Dzu04]. It was noted by Dzur [Dzu04, p.55] that the temperature measurement inside the
plasma torch ﬂuctuates by about 6% yielding an error of 500 K. Another drawback of the
enthalpy probe technique is that measurements can be only carried out point-wise. Also,
this method may not be suited to monitor the temperature during the process of powder
spheroidization.


























Figure 3.17.: Sketch of the experimental ICP torch (KNRTU-KAI); dimensions of the sketch
are not true to scale
Table 3.7.: Plasma torch characteristics (KNRTU-KAI)
Parameter Value Unit Parameter Value Unit
r1 3.7 mm u1 1.15 m s 1
r2 35 mm u2 0.07 m s 1
r3 42.5 mm u3 0 m s 1
m 1.3 mm Pdiss 13 kW
t 2.5 mm f 5.28 MHz
w 2.5 mm Icoil 100 A
L0 251 mm Jcoil 1989437 A m 2
L1 221 mm dc 8 mm
L2 289 mm Rc 58 mm
L3 368 mm REM 300 mm
L4 90 mm LEM 510 mm
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Figure 3.18.: Temperature ﬁeld of the experimental ICP torch (KNRTU-KAI) obtained with
plasmaSteadyFoam
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(a) Typical scheme of the electrical power supply circuit of an ICP torch [FHB14, p.525]. Used with permis-
sion of IOP Publishing Ltd, from Merkhouf and Boulos [MB98]; permission conveyed through Copyright
Clearance Center, Inc.
(b) Measured data from the generator circuit of the Tekna-PL50 plasma torch, where the anode current IA and
coil current Icoil are shown as a function of the anode voltage UA [FHB14, p.525]. Used with permission of
IOP Publishing Ltd, from Merkhouf and Boulos [MB98]; permission conveyed through Copyright Clearance
Center, Inc.
Figure 3.19.: Coil current estimation can be achieved based on the measured anode voltage
and anode current by deriving a transfer function Icoil = f(UA; IA) using electric
circuit theory
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Figure 3.20.: Concept for the estimation of the internal plasma temperature based on mea-
surements of the torch wall temperature
The group of Hieftje et al. described an experimental setup [Hua+92] for a spectroanalytical
ICP, where a spatial temperature map was measured by means of Thomson and Rayleigh
scattering. While Thomson scattering can be used to determine the electron density and
electron temperature, Rayleigh scattering allows the measurement of the density and tem-
perature of atoms and ions (heavy particles) [Nij19]. In [Yan+00] Hieftje et al. impressively
demonstrated the agreement between the measured and simulated temperature maps, which
were calculated using a two-temperature plasma model for the spectroanalytical ICP. How-
ever, for the purpose of in-situ process control for spheroidization, a concept is needed, which
allows the real-time estimation of the plasma temperature and can be realized without major
modiﬁcations of the experimental setup.
Therefore, the following novel concept illustrated in Figure 3.20 is proposed. The idea is to
estimate the internal temperature Tplasma by using a state observer based on measurements
of the external wall temperature Twall. For example, a common implementation of a state
observer is the Kalman-Filter, which is an optimal estimation algorithm. Assuming that
an accurate estimate or measurement of the coil current is available as an input signal,
the mathematical model is used to estimate the internal plasma temperature bTplasma and
the external wall temperature bTwall. The Kalman-Filter will try to eliminate the diﬀerence
between the measured and the estimated wall temperature. If both temperatures are equal,
then the model will converge to the real system, so that the estimated internal plasma
temperature will converge to its true value. In order to calculate the wall temperature, which
at the same time is measured by a sensor array, the conductive and convective heat transfer
at the quartz wall needs to be considered in the ICP model. However, the main question
here is whether the temperature sensors, for example, thermocouples, can be positioned in
the environment of the strong electromagnetic ﬁelds of the coil. To prevent the destruction
of the sensors, it may be possible to ﬁnd measurement points near the outlets or inlets of the
torch, where the sensors are positioned at a suﬃcient distance, with shielding if necessary,





The goal of this work was to study the free and open-source CFD framework OpenFOAM
and develop a customized code to simulate the inductively coupled plasma torch. There-
fore, a standard two-dimensional axisymmetric modeling approach has been used. A major
challenge was the implementation of the electromagnetic solver and the couplings between
the ﬂuid and electromagnetic domains, but this has been successfully resolved due to the
ﬂexibility and customizability of OpenFOAM. The implementation of the electromagnetic
solver has been validated by analytical methods and the plasma simulation results show good
agreement in comparison with literature data.
In the following, the achievements of this work are summarized:
 The present work contributes a new functionality to solve electromagnetic problems in
the OpenFOAM framework. It is based on known theory about the vector potential
formulation of Maxwell's equations together with the frequency domain method in
order to eﬃciently simulate cases that involve high-frequency electromagnetic ﬁelds.
 A plasma modeling approach based on fundamental physical principles has been im-
plemented providing a useful tool to investigate the behavior of plasma torches under
diﬀerent operating conditions. Due to the ability to compute steady-state solutions
fast (less than 1 hour on a single-core processor), the present plasmaSteadyFoam code
can already be used to run parameter studies, for example, with varying coil current,
frequency or inlet velocities.
 The potential of the OpenFOAM framework has been demonstrated by exploiting
features such as: the block coupled matrix solver library to implement a fully coupled
solver for the magnetic vector potential matrix; a multi-mesh technique to separately
compute the equations of the electromagnetic and ﬂuid domain; the implementation of
a customized thermodynamic model, which includes the tabulated physical properties
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of argon. Since the OpenFOAM code is based on the Finite-Volume-Method, the
solvers implemented in this work are not limited to two-dimensional problems and
therefore 3D-cases can be studied as well. Furthermore, the provided methods may be
applied to simulate other processes such as tungsten inert gas (TIG) welding, induction
heating, and other magnetohydrodynamic problems.
4.2. Outlook
Further modeling work will have to be conducted in order to numerically investigate the
spheroidization of powders and to determine optimal operating conditions for the ICP torch.
The transient version of the plasma solver plasmaTransientFoam provides the basis for fur-
ther studies and therefore the following next steps are proposed for future work:
 A major task is to improve the estimation of the internal plasma temperature. Exper-
imental data obtained either by optical methods or using dedicated measuring points
outside the plasma torch can help to improve the model predictions by comparing the
estimated and measured temperature at the reference points. Therefore, the present
model needs to be modiﬁed to match the experimental setup at KAI. One task here
could be to replace the constant temperature boundary conditions at the quartz walls
by a custom heat ﬂux condition, which considers the convective cooling of the inner
tube and outer tube walls.
 The present model requires the coil current as an input, however, it is not available as
a measurement signal. Therefore, another task could be to derive a model of the power
supply circuit in order to obtain an estimate of the coil current based on measurements
of the anode voltage and anode current.
 Further work is needed to determine the inﬂuence of 3D and turbulence eﬀects on the
results. The present code is already capable of performing these types of simulation.
 The ﬁnal step is to integrate a suited powder particle model and study the spheroidiza-
tion process at varying operating parameters such as input power, ﬂow rates and the
central tube height.
Overall, this work shows that the OpenFOAM framework is a real alternative to commer-
cial software providing a ﬂexible tool for multi-physical and application-speciﬁc modeling.
Finally, this work would have been impossible without the open-source nature of this plat-
form and the numerous contributions of the research community. Therefore, it can only be
encouraged to continue to contribute to this framework in order to further strengthen its
capabilities, so that everyone can beneﬁt from it.
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APPENDIXA
Supplementary Simulation Output for
TEKNA-PL50
Not all physical quantities, which can be calculated by the plasma solver, have been discussed
in this work. For reference or comparison in future studies the following additional results
calculated for the plasma torch Tekna-PL50 are presented:
 Contours of the Lorentz force density fL, Figure A.1a,
 Contours of the radiation loss qR, Figure A.1b,
 Contour map of the gas velocity magnitude juj, Figure A.1c,
 Contour map of the magnetic ﬁeld strength magnitude Hmag, Figure A.1d,
 Distribution of the argon properties: electrical conductivity , thermal conductivity k,


















































































































(b) Radiation loss density in
Wm 3
(c) Gas velocity magnitude in
ms 1
(d) Magnitude of the magnetic
ﬁeld strength in Am 1
































(a) Electrical conductivity in
Sm 1
(b) Thermal conductivity in
Wm 1K 1
(c) Mass density in kgm 3 (d) Speciﬁc heat capacity in
J kg 1K 1
(e) Dynamic viscosity in
kgm 1 s 1
Figure A.2.: Argon properties calculated with the plasmaSteadyFoam solver for the Tekna-PL50 plasma torch
APPENDIXB
Test Case: Half-Space Model
In section 3.2 it was mentioned that an exact analytical solution of the magnetic ﬁeld induced
into a cylindrical geometry is diﬃcult to obtain. In contrary, the so-called half-space problem
is a simple model that allows to calculate exact analytical solutions of the magnetic ﬁeld and
the resulting quantities such as Lorentz force and Joule heat density. This test case is well-
known from electrodynamic theory; a detailed description can be found, for example, in the
text book An Introduction to Magnetohydrodynamics [Dav01, p.391]. Therefore, a variant
of an electromagnetic solver is presented in this section, which in contrary to emFoam is not
based on the magnetic vector potential. Instead only the magnetic ﬂux density B is solved
based on the speciﬁed boundary conditions. The implemented solver, named BDiﬀFoam, is
then applied to investigate the half-space problem.
B.1. Governing equation
Consider a time-varying magnetic ﬁeld B(t) = B0 cos(!t)ey applied at the surface of a
conductive region the so-called half-space, as shown in Figure B.1. To derive the governing
diﬀerential equation we start by applying the curl operator on both sides of Ampere's law
rH = J; (B.1)
to obtain the expression
r (rH) =r J: (B.2)
Assuming 0 = const and substitution with J = E and B = 0H yields
1
0
r (rB) =  r E; (B.3)




 = 0  > 0
Figure B.1.: Half-space problem
Further, Equation (B.3) can be rewritten using Faraday's law r  E =  @B
@t
and the
mathematical rule r (rB) =r(r B) B as
r(r B) B =  0@B
@t
: (B.4)





Since we are only interested in the time-averaged solutions of the Lorentz force and the Joule
heat inside the conductive region, the Fourier transform of Equation (B.5) is considered in
the following, which is given by
eB = j!0eB; (B.6)
B.2. Analytical solution
To obtain the analytical solution for the magnetic ﬁeld, the vector diﬀerential equation
(B.6) is further simpliﬁed to one equation, since the outer magnetic ﬁeld is only applied in
y-direction. Using substitution 2 = j!0 Equation (B.6) is rewritten in one-dimensional
form as
 eBy   2 eBy = 0; (B.7)
which represents a typical parabolic partial diﬀerential equation with the corresponding
characteristic equation
2   2 = 0: (B.8)
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The general solution of Equation (B.8) is given by
eBy = C1ex + C2e x; (B.9)
where the constants C1 and C2 are determined by evaluation of the boundary conditions
eBy(x!1) = 0! C1 = 0;eBy(x = 0) = B0 ! C2 = B0: (B.10)
Thus, we obtain the ﬁnal solution
eBy = B0e x: (B.11)










Equation (B.11) can be rewritten as
















It can be noted from the analytical solution (B.13) that the magnitude of the magnetic ﬁeld
is a decaying exponential function
Bmag;analytical = B0 e
 x=; (B.15)
which is also typical for diﬀusion processes. In the following we will compare the analytical
solution of the magnitude of the magnetic ﬂux density (B.15) against the numerical solution
obtained by OpenFOAM.
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B.3. Numerical solution
Similarly as in Section 2.3.2, handling of complex numbers is avoided by using the following
identity
eB = eBR + j eBI; (B.16)
which is substituted into Equation (B.6) to obtain
eBR + jeBI = j!0eBR   !0eBI; (B.17)
followed by separation of the real and imaginary parts in order to obtain
eBR =  !0eBI;
eBI = !0eBR: (B.18)
The implementation of a fully coupled solver by means of the fvBlockMatrix.C library in













After the system (B.19) is solved, the magnitude of the magnetic ﬂux density is ﬁnally
obtained by
Bmag;numerical :=
eB = reBR2 + eBI2: (B.20)
B.4. Comparison and validation
The test case has been simulated with B0 = 1 T,  = 1 107 S m 1 at the frequencies
f = [50 Hz; 1 kHz; 10 kHz]; results are shown in Figure B.2. It can be seen from Figure B.2b
that the numerical and analytical solution of the magnetic ﬂux density are in agreement.
In addition, it is also possible to compare further quantities such as the Joule heat and
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(a) Post-processing of the OpenFOAM solution in paraview: Showing the half-space solution of the magnetic
ﬂux density for diﬀerent frequencies


















(b) Numerical solution compared against the analytical solution obtained with Equation (B.15)
Figure B.2.: Magnetic ﬂux density Bmag computed with the BDiﬀFoam solver at frequencies
f = [50 Hz; 1 kHz; 10 kHz]
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Figure B.3.: Lorentz force density plotted along the x-Axis; comparison of the numerical and













For example, the analytical solution of the Lorentz force density given by Equation (B.23),





heJR eBR+ eJI eBIi ; (B.25)







The agreement of numerical and analytical solutions for f = 1 kHz is shown in Figure B.3.
Finally, the integration of the Lorentz force along the x-Axis yields 198 413 N m 2 (analytical)
and 198 395 N m 2 (OpenFOAM), which is a relative diﬀerence of about 0.009%.
APPENDIXC
Notes on OpenFOAM
OpenFOAM is based on C++ programming language and comes without graphical user
interface. Simulation cases are constructed in the form of script ﬁles, which are then executed
from the command line. For post-processing the open-source visulization tool ParaView is
commonly used.
Case setup. The structure of a typical case is shown in Figure C.1. A basic simulation case
consists mainly of three subdirectories: the 0, constant, and system folder. In the system
directory the main simulation parameters such as solver settings, simulation time, and dis-
cretization schemes are stored in the three ﬁles controlDict, fvSchemes, and fvSolutions.
The constant directory contains the mesh information, which is stored in the polyMesh sub-
directory. The generation of meshes will be brieﬂy described in the following section. In
addition, the constant directory can be used to store ﬁles, which contain information about
the transport properties or other needed physical constants, for example, the operating fre-
quency of the ICP torch, and the magnetic permeability in vacuum have been deﬁned here.
Finally, the initial and boundary conditions for the ﬁeld variables are speciﬁed in the 0 di-
rectory. When executing the solver, time directories are created automatically to store the
solution of the ﬁeld variables with respect to the time step and write interval speciﬁcations
made in the controlDict ﬁle.
Mesh generation. There are diﬀerent ways to create a mesh in OpenFOAM, the following
list some of the possibilities, see also [CFD18b]:
 blockMesh: The blockMesh utility is the most generic way to generate simple meshes
consisting of hexahedral cells.
 snappyHexMesh: This utility is suited for generating complex meshes of hexahedral
and split-hexahedral cells automatically from triangulated surface geometries (e.g.,
.STL ﬁles) [Ope19b]
 external mesh tools: e.g., the open-source mesh generator Gmsh [GR09]; also, it is
possible to import ANSYS Fluent meshes to OpenFOAM.

















! Simulation setup (timeStep, endTime,...)
! Discretization schemes
! Equation solver, residual tolerances,
! Mesh ﬁles by blockMeshDict
! Constants e.g. 0; !
! Initial and boundary conditions of ﬁeld variables
! Time directories
PIMPLE settings, relaxation factors
Figure C.1.: Basic structure of a simulation case in OpenFOAM
In this work the blockMeshDict utility was employed to generate the mesh for the axisym-
metric model of the ICP torch. Since OpenFOAM is based on the ﬁnite-volume method,
two-dimensional axisymmetric cases can be simulated by using a mesh with wedge-shaped
geometry as shown in Figure C.2. The details of generating wedge-shaped geometries us-
ing blockMesh are described in the OpenFOAM Userguide [Ope19c, U-47], and [Ope19d].
In this work the complete mesh for the ICP torch is rather sophisticated and consists of
multiple wedge blocks, where for each block the coordinates of vertices need to be speciﬁed
similarly to the schematic in Figure C.2a. Therefore, a Python-script has been written to
automatically compute the coordinates of vertices based on the input dimensions of the torch
r1; r2; L1; L2; ::: according to the presented schemes, e.g., Figure 3.17.












(a) Schematic showing how to specify the vertices of a wedge block according to the
blockMesh utility
(b) View of a generated wedge mesh in Paraview
Figure C.2.: Mesh generation using blockMeshDict
APPENDIXD
Notes on the Code
The following sections provides some additional explanations with code snippets that might
be useful for the future OpenFOAM user.
D.1. Implementation: Electromagnetic solver
The implementation of the electromagnetic solver is based on the vector potential matrix
Equation (2.27), which in expanded form is expressed as
26666664
 0 0 DA 0 0
0  0 0 DA 0
0 0  0 0 DA
 DA 0 0  0 0
0  DA 0 0  0















with the auxiliary coeﬃcient DA given by
DA = 0!: (D.2)
In order to build and solve the matrix Equation (D.1) in a fully coupled manner, the library
fvBlockMatrix.h provided in foam-extend 4.0 was used. The corresponding code snippet
is shown in D.1.
67 // --- Electromagnetic field solver
68 // Update DA
69 DA = muMag*sigma*w;
70
71 // Initialize the Up block system
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84 // insert fvVectorMatrix equations into the fvBlockMatrix
85 AEqn.insertEquation (0, AREqn);
86 AEqn.insertEquation (3, AIEqn);
87
88 // Add off -diagonal coupling terms
89 AEqn.insertEquationCoupling (0, 3, DA);
90 AEqn.insertEquationCoupling (1, 4, DA);
91 AEqn.insertEquationCoupling (2, 5, DA);
92 AEqn.insertEquationCoupling (3, 0, -DA);
93 AEqn.insertEquationCoupling (4, 1, -DA);
94 AEqn.insertEquationCoupling (5, 2, -DA);
95
96 // Solve the block matrix
97 maxResidual = cmptMax(AEqn.solve().initialResidual ());
98
99 // Retrieve vector potential solution
100 AEqn.retrieveSolution (0, AR.internalField ());
101 AEqn.retrieveSolution (3, AI.internalField ());
102 Amag = sqrt((AR & AR) + (AI & AI)); // & - dot product
103
104 // Retrieve B, H, Jind fields
105 BR = fvc::curl(AR);
106 BI = fvc::curl(AI);
107 Hmag = Bmag/muMag;
108 JR = sigma*w*AI;
109 JI = -sigma*w*AR;
110 Jind = sqrt((JR & JR) + (JI & JI)); // & - dot product
111
112 // Compute the Joule heat and Lorentz force
113 qJ = sigma /2.0 * sqr(w) * sqr(Amag); //sqr(x) = x^2: square operator
114 fL = 0.5 * ((JR ^ BR) + (JI ^ BI)); // a^b - vector product
Listing D.1: Electromagnetic solver, code snippet from the source ﬁle: emFoam.C
D.2. Note: Enthalpy equation and temperature
calculation
In OpenFOAM the enthalpy equation (2.3) is implemented in a slightly diﬀerent form. The
following code snippet is taken from the source ﬁle hEqn.H of the plasma solver:











which corresponds to the equation
@h
@t
+r  (h) + (eh) = @p
@t
+ qJ   qR; (D.3)
where  is the ﬂux given by
 = u (D.4)





Temperature calculation. The default implementation of OpenFOAM's thermophysical
library calculates the temperature by solving the equation of state
h =
Z
cp(T ) dT; (D.6)
in a iterative manner using the Newton-Raphson method. The corresponding source ﬁle can
be found in the directory
.../src/thermophysicalModels/specie/thermo/specieThermo/specieThermoI.H
In discretized form the Equation of State (D.6) can be written as
h(Test)  h = cp(Test)[Tnew   Test]; (D.7)
which can be rearranged to obtain the equation to be solved




where h is the enthalpy obtained by solving the enthalpy equation; Tnew is the new tem-
perature value for the next iteration; Test is the current estimate of the temperature; the
values of cp(Test) and h(Test) are updated via look-up table interpolation in every iteration.
The iterative solution is ﬁnished when the residual jTnew   Testj is below the tolerance of
T0  1 108, where T0 is the initial estimate of the temperature.
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D.3. Two-mesh technique
In order to handle multiple meshes, a couple of modiﬁcations to the solver source code are
needed. Basically, this can be applied to any application in OpenFOAM. In the following
the key steps in order to utilize a second mesh, as it was done in this work, are described.
In the main .C-ﬁle of the solver, the following code is inserted, e.g., after the line where
"createTime.H" is included:
Code:











// keep default variable "mesh" for the fluid domain to avoid











As a result, the basic case structure needs to be extended with subdirectories for the ﬂuid
and the electromagnetic domain, containing the respective ﬁeld variables, mesh data, and
solutions settings, as follows:




| |-- emRegion/ --> initial conditions AR, AI, Jcoil, sigma,...
| |-- fluidRegion/ --> initial conditions T, U, p,...
|
|-- const/
| |-- emRegion/polyMesh/ --> emMesh
| |-- fluidRegion/polyMesh/ --> mesh (fluidMesh)
|
|-- system/
| |-- emRegion/ --> fvSolution, fvSchemes
| |-- fluidRegion/ --> fvSolution, fvSchemes
Accordingly, the ﬁeld variables need to be assigned to the corresponding meshes in the
createFields.H ﬁle of the solver. For example, a new ﬁeld variable in the electromagnetic
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However, if a ﬁeld variable is used in both the ﬂuid and the electromagnetic mesh (due to
physical coupling), then it is recommended to assign a variable on each mesh. For example,


























This will also make it clear from the code, to which mesh the variable is assigned to. In
order to map the ﬁeld values between the meshes at run time, the meshToMesh.H library can
be employed.
Therefore, the following code is added to the main .C-ﬁle, also after "createTime.H":
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Code:

















In addition, an empty mapFieldsDict ﬁle needs to be created and put into the system









// * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * //




// List of target patches cutting the source domain (these need to be




Finally, to perform the mapping and interpolation of the ﬁeld variable at runtime, the
following code is executed:
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Code:
// specify source and target mesh for the mapping
const fvMesh& meshSource = emMesh; //meshToMeshInterp.fromMesh();
const fvMesh& meshTarget = mesh; //meshToMeshInterp.toMesh();








Info<< "Target mesh size: " << meshTarget.nCells() << endl;
Info<< nl
<< "Mapping fields for time " << meshSource.time().timeName()








Note, that during this work it was found, that an error occured, when mapping temperature
ﬁeld values from the smaller ﬂuid mesh to the bigger electromagnetic mesh, which led to
an undesired extrapolation of the ﬁeld values on the electromagnetic mesh. Therefore, the
following simple routine is used as a workaround in the plasma solver to update the electrical




const scalar& cellT = T[idx];
sigma[idx] = sigmaLookUp(cellT);
}
As a consequence, the ﬂuid mesh and the electromagnetic need to be identical in the over-
lapping region in order to avoid incorrect addressing of cells.
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